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0 THE PROBLEM

The Gap Between Pilot and Production

Most organizations don't fail to experiment with Al. They fail to get an experiment
into production — and to keep it running once it’s there.

Industry surveys consistently put the share of Al pilots that never reach production somewhere
between 70 and 85 percent. The reasons rarely make it into the postmortem, because there usually
isn't one — the project quietly stops getting funded. In our experience running production Al
engagements across financial services, healthcare, logistics, and industrial clients, the patternis
consistent: the pilot proved the model could work. It did not prove the system could work.

A pilot is judged on whether the output looks right in a demo. A production system is judged on
whether it is still correct, fast, affordable, and auditable after the tenth model update, the thousandth
edge case, and the first attempt to reproduce a decision for a compliance review six months later.
Those are different engineering problems, and treating them as the same one is the single most
common reason Al initiatives stall.

70-85% S 12

OF Al PILOTS NEVER REACH PHASES IN A DISCIPLINED QUESTIONS WORTH ASKING
PRODUCTION TRANSFORMATION PATH BEFORE LAUNCH
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[0 OUR APPROACH

Four Engineering Pillars

These are the disciplines we hold every Al system to, regardless of industry or
model provider. Skipping any one of them is how a working demo becomes an
unreliable production system.

1. Evaluation before optimization

Every system ships with a task-specific evaluation harness — a labeled dataset and a scoring method that runs
before every change, not just before launch. Without it, "improving” a prompt or swapping a model is a guess
dressed up as an update.

2. Observability as a first-class output

Production Al systems log inputs, outputs, latency, cost, and confidence for every inference — not for
debugging after the fact, but so degradation is visible before a customer reports it. If a decision can’t be
reconstructed, it can't be trusted.

3. Graceful failure, not silent failure

Every Al-driven workflow has a defined fallback path — a human review queue, a conservative default, a retry
with a different strategy. The failure mode of an Al system is never “confidently wrong with no one watching.”

4. Cost and latency are architecture decisions

Model choice, caching, batching, and routing are decided at design time against real unit economics — not
discovered after the first invoice. A system that works in a demo but costs ten times the budget at scale hasn't
actually shipped.
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[0 OUR FRAMEWORK

The Five-Phase Transformation Path

We move clients from Al curiosity to production outcomes through five staged

phases. Each phase has a defined input, a defined output, and a specific
deliverable — later phases are only possible because earlier ones were done

correctly.

01

02

0K

04

05

innovaxel

Al Readiness Assessment

We evaluate data foundation, infrastructure, process maturity, and team capability before recommending
a single line of architecture. This determines what'’s actually buildable in the next two quarters versus
what needs groundwork first.

Al Architecture Design

The system is designed around the evaluation harness, observability, fallback paths, and cost model
described in Section 02 — before implementation begins, not retrofitted after.

Pilot Deployment

A scoped, production-grade pilot ships to real users with real data. This is where the architecture is
stress-tested against the messiness pilots usually avoid.

Enterprise Scaling

With a validated baseline, deployment expands across additional use cases, teams, and data sources. A
well-designed foundation scales faster and cheaper than one assembled incrementally.

Al Operations Optimization

Models drift, capabilities emerge, requirements evolve. This phase is an ongoing partnership —
monitoring, retraining, and proactive capability expansion as the landscape advances.
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[0 SELF-ASSESSMENT

Production Readiness Checklist

Twelve questions worth answering honestly before an Al system touches a real
customer or a real decision.

Do we have a labeled evaluation set that runs before every model or prompt change?
Can we reconstruct why the system produced a specific output six months from now?
Is there a defined fallback when confidence is low or the model is unavailable?

Do we know our cost per inference today, and at 10x current volume?

Is latency measured and alerted on, not just checked manually?

[
[
[
[
[
[] Has someone outside the build team tried to break it with adversarial input?
[] Istherea human-in-the-loop path for the decisions that warrant one?

[] Do we retrain or re-evaluate on a schedule, or only when something breaks?

[] Iscustomer data handled in line with the compliance regime we operate under?
[] Doesthe system degrade gracefully, or does it fail all at once?

[] Isthere anamed owner for this system after launch, not just at build time?

[

Would we be comfortable explaining this system’s decisions to a regulator or an auditor?
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SECTION 05

What This Looks Like in Practice

Patterns we've observed holding true across shipped engagements,

independent of industry or model provider.

01

Logistics & operations intelligence

Routing and anomaly-detection systems where
the fallback path — flag for human review rather
than auto-execute — was the difference between
a trusted tool and one operators worked around.

03

Healthcare marketplaces

Matching and triage systems where cost-per-
inference discipline kept a promising pilot from
becoming an unsustainable line item at scale.

02

Financial services

Document and decision-support systems where
reconstructing "why" for any output, on demand,
was a compliance requirement from day one, not
an afterthought.

04

Industrial manufacturing

Predictive maintenance systems where
observability caught model drift weeks before it
would have surfaced as a missed failure in the
field.

None of these outcomes came from a better model. They came from treating the four pillars in Section
02 as non-negotiable, and from following the phase discipline in Section 03 even when the pressure

was to skip ahead.
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[0 NEXT STEPS

Working With Innovaxel

We engineer Al systems and digital products for companies that can't afford to
move slow — and can’t afford to ship something that breaks under real load
either.

Engagements typically start with an Al Readiness Assessment (Phase 1) — a structured evaluation of
data, infrastructure, and team capability that tells you what'’s realistically buildable in the next two
quarters. From there, we scope a pilot with production-grade engineering from day one, so the system
that reaches your first real users is the same architecture that scales to the rest of the organization.

We work embedded with client teams, across financial services, energy and climate-tech, industrial
manufacturing, professional services, and pharma — with senior engineers, not a rotating bench of
juniors, and with the evaluation, observability, and fallback discipline described in this paper built in
from the start.

[0 START A CONVERSATION

Tell us what you're building.

We respond within one business day with our honest take on how we'd

approach it — no proposal until you're ready for one.

innovaxel.com/contact
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